CONTRACT NO, 83467
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R ‘\_I |~ COMBINATION CONGRETE CURB AND GUTTER, B~6.2
AGGREGATE BA . TYPE B (AS REQUIRED! \ .
EXISTING PAVEMENT GREGATE BASE CORSE. TYPE B (85 REQUIRED =~ | \ A\ .l TO BE REMOVED AND REPLACED
EXISTING P.C. CONCRETE COMB. CURB AND GUTTER, B6.12 AN L \ N AGGREGATE BASE COURSE, TYPE B (AS REQUIRED)
COMBINATION CONCRETE CURB AND GUTTER, B-6.12 EXISTING CONCRETE PAVEMENT TO BE REMOVED
TO BE REMOVED AND REPLACED
MULLER ROAD - EXISTING TYPIGAL SECTION EXISTING AGGREGATE BASE
NOT TO SCALE TO BE SHAPED AND GRADED PAVEMENT DESIGN INFORMATION
PROPOSED FULL DEPTH
HOT-MIX ASPHALT PAVEMENT, 9” STRUCTURAL DESIGN TRAFFIC: YEAR: 2018
(7" BASE COURSE, 2¢ SURFACE COURSE) oy = 1970 su = 205 o = 102
MULLER ROAD - PROPOSED TYPICAL SECTION : =20 :
STA. 10+35 T0 STA.14+20 . ROAD/STREET CLASSIFICATION: URBAN CLASS: 1T
STA. 16 +40 T0 STA. 23+40 PERCENT OF STRUCTURAL DESIGN TRAFFIC IN DESIGN LANE:
NOT TG SCALE PY = 865 Su = 9.0% MU = 4,57
TRAFFIC FAGTOR: ACTUAL TF = 0.50 AC TYPE = PG 64-28
MINIMUM TF = -~
PG GRADE: BINDER = PG 58-22 SURFACE = PG §4-28
SUBGRADE SUPPORTING RATING:
l R.O.W. 507 | SSR = POOR  (STA, 10+35 TO STA, 23+40)
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\f TO BE REMOVED AND REPLACED
L. 127 \ A AGGREGATE BASE COURSE. TYPE B (AS REQUIRED)
o ~3
PIPE UNDERDRAIN 4"y EXISTING CONCRETE PAVEMENT TO BE REMOVED
2/ EXISTING AGGREGATE BASE
= TO BE SHAPED AND GRADED
REMOVE 12" EXISTING BASE AND REPLACE PROPOSED FULL DEPTH
WITH SUBBASE GRANULAR MATERIAL TYPE B HOT-MIX ASPHALT PAVEMENT, 9"

(7 BASE COURSE, 2” SURFACE COURSE)
MULLER ROAD - PROPOSED TYPICAL SECTION

STA.14+20 TO STA.16+40
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7 COMBINATION CONCRETE CURB AND GUTTER, B-6.12
TO BE REMOVED AND REPLACED
LEVELING BINDER, N50%

COMBINATION CONCRETE CURB AND GUTTER, B-6.12

TO BE REMOVED AND REPLACED HOT-MIX ASPHALT SURFACE REMOVAL

REVISIONS
4OT-MIX ASPHALT SURFACE COURSE. MIX "D, NSO (20 NAME BATE ILLINOIS DEPARTMENT OF TRANSFPORTATION
EXISTING BITUMINOUS PAVEMENT *

STA. 27450 TO STA. 29450

salde PCC BASE COURSE, 7 (TYP) *% REDUCE CROSS-SLOPE TO 1 1/2% MULLER ROAD IMPROVEMENTS
L ’ FROM STA. 27450 T0 28400 AND TYPICAL SECTIONS

Ve MULLER ROAD - PROPOSED TYPICAL SECTION ﬁg"ﬁiTTC%R%s?XLIZPTENgROM tiszn

Leal STA.23+40 TO STA.29+60 FROM STA, 29+00 TO STA. 29+50
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